INSTALLATION GUIDE

HVS-49AES
HVS-490 Series Digital Audio I/O Card

1st Edition
Upon Receipt

HVS-49AES cards and their accessories are fully inspected and adjusted prior to shipment. Check your received items against the packing lists below. Check to ensure no damage has occurred during shipment. If damage has occurred, or items are missing, inform your supplier immediately.

◆ Packing List

<table>
<thead>
<tr>
<th>ITEM</th>
<th>QTY</th>
<th>REMARKS</th>
</tr>
</thead>
<tbody>
<tr>
<td>HVS-49AES</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>Binding screw</td>
<td>4</td>
<td></td>
</tr>
<tr>
<td>Installation guide</td>
<td>1</td>
<td>(This guide)</td>
</tr>
</tbody>
</table>
1. Before Starting

The HVS-49AES card supports 4 stereo inputs (8 channels) and 4 stereo outputs (8 channels) by selecting balanced or unbalanced input. It offers ability to demultiplex AES audio from video/clip input and multiplex AES audio into video output. Use an internal sampling rate converter to sync audio input to the system.

CAUTION
Installation should only be performed by qualified technical person. Before starting the card installation, turn off the power on the switcher and disconnect all unit power cords.

2. HVS-49AES Installation

(1) Turn off the power on the HVS-49 and disconnect power cord(s).
(2) Remove 2 screws and the blank panel on the 49AES slot.
(3) Align the HVS-49AES card with the slot guide rails and carefully slide the card into the slot.

IMPORTANT
Do not force to insert the card to the slot. Keep the card level while sliding it into the chassis.

(4) Verify that the card is properly installed. Insert and tighten the 4 screws to secure the card.

3. Verifying the Installation

(1) Connect the power cord(s) and power on the switcher.
(2) Verify AES audio input and output. Refer to the HVS-490 Operation Manual for the details.

Installation is now finished.