
LTR-100HS/120HS
LTO Video Archiving Recorder

Up to 80 hours 
of recording

Overwhelmingly large capacity available only with LTO, and the highly versatility/high reliability 
characteristic of open-standard LTO are made available at a low price.
■ LTO-6 models are available: LTR-100HS6/LTR-120HS6
■ The entire workflow, from ingest, material exchange, archiving and 

re-purposing, is realized using a single unit
■ Functions as a bridge between baseband and filebase systems
■ Ingest is possible simply by pressing REC and PLAY like a VTR
■ Proxy files can be simultaneously created during ingest
■ Jog/Shuttle operations supported over the cache range
■ Thought given to forward compatibility of video material by adopting only open 

technologies
LTR-100HS/LTR-100HS6: MPEG-2, MXF OP-1a, LTO, LTFS
LTR-120HS/LTR-120HS6: AVC-Intra, DVCPRO, MXF OP-1a, LTO, LTFS

■ Inclusion of the file system LTFS enables linkage with PC and other 
systems as a material exchange media

■ Seamless linkage with the filebase workflow
■ Partial Retrieve function extracts only the needed range from the LTO tape 

(a separate LTR browser option required)
■ Functions as an FTP server to support file input/output
■ RS-422: External VTR control
■ Gigabit Ethernet: File input/output
■ 3 RU half-rack size

No need to 

change tapesNo need to 

change tapes
* with LTO-6 at a bit rate of 50Mbps

(Partial editing also possible)
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Non-linear editing from long time recording video
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Includes a broadcast quality video codec.

Non-linear editing workflow

VTR-like archiving
Video equivalent to 80 existing VTR tapes*1 can be 
archived on a single LTO tape resulting in no need 
to construct a large-scale file server.
* In case of HDCAM (60 min) tapes (LTR-100HS6)

Usable as media for exchange of materials and programs that can be handled 
by a filebase system.

NLE system (Partial Retrieve)

Maximum 
recording time

NLE system
• Apple FinalCutPro
• Avid Media Composer
• Grass Valley EDIUS
• Adobe Premiere Pro
• SONY Vegas Pro, etc.

MPEG-2 50Mbps MXF
LTR-100HS: 52 hours
LTR-100HS6: 80 hours
(without ancillary data and proxy file)

AVC-Intra 100 MXF
LTR-120HS: 25 hours
LTR-120HS6: 40 hours
(without ancillary data and proxy file)

VTR
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