
Low-Light Noise Reducer

UFM-30NR
The UFM-30NR is a modular, multi-format 
noise reducer designed to fit into UFM 
frames. The UFM-30NR can remove noise 
from video captured in low-light 
environments, making it ideal for removing 
dark noise from weather information camera 
signals as well as for security applications.

 Removes low-light noise included in video taken by monitoring cameras or night-vision cameras 
which is used as a monitoring purpose.

 Supports HD-SDI/SD-SDI/analog composite input, and HD-SDI/SD-SDI output. 
 On-screen Display (OSD) installed: Allows menu display on analog composite monitor output screens
 Supports 8 channels of embedded audio
 Noise removal menu items
    - Y recursive: 0 (OFF) to 7 (MAX): Strength of temporal noise reduction (brightness)
    - C recursive: 0 (OFF) to 7 (MAX): Strength of temporal noise reduction (color difference)
    - Recursive threshold: 1 (MIN) to 7, Fixed, Auto: Threshold value of timed noise reduction 
    - Y spatial: 0 (OFF) to 7 (MAX): Strength of spatial noise reduction
    - Spatial threshold: 1 (MIN) to 7, Fixed, Auto: Threshold value of spatial noise reduction
    - Split screen: ON/OFF: Left/right separation of processing results

Preliminary

Specifications (Preliminary)
Video Formats HD-SDI: 1080/59.94i, 1080/50i, 720/59.94p, 720/50p
(Auto detect) SD-SDI: 525/60 (NTSC), 625/50 (PAL) 
 Analog Composite: NTSC or PAL (input only)
Video Input HD-SDI: 1.5 Gbps or SD-SDI: 270 Mbps, 75Ω, BNC x 1
 Analog Composite: 1.0 Vp-p, 75Ω, BNC x 1
Genlock Input BB: NTSC: 0.429 Vp-p/PAL: 0.45 Vp-p or Tri-level sync: ±0.3 Vp-p (supplied from UFM frame) 
Video Output HD-SDI: 1.5 Gbps or SD-SDI: 270 Mbps, 75Ω, BNC x 3
OSD Output NTSC or PAL, 1.0 Vp-p, 75Ω, BNC x 1
Audio Input/Output Embedded audio support (asynchronous audio is not supported)
 HD-SDI: 8 channels / 8 chanels (4 stereo pairs)
 SD-SDI: 4 channels / 4 channels (2 stereo pairs)
Ancirary Data Output Output data is same as input data
Power Supplied from UFM Frame, +24 V DC
Require Slot 1 slot *Can be installed on UF-106A/106B/112, not supported UF-106
Accessory Operation manual
Please note that the technical details shown here are provisional specifications (as of February 2012).
This information is subject to change without notice.
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