1. Upon Receipt

MFR-30FP is an option front panel for MFR-3000 Main Unit Routing Switcher Equipped with a control panel for convenient crosspoint switching from the front.

Check your received items against the packing lists below. Check to ensure no damage has occurred during shipment. If damage has occurred, or items are missing, inform your supplier immediately.

<table>
<thead>
<tr>
<th>ITEM</th>
<th>QTY</th>
<th>REMARKS</th>
</tr>
</thead>
<tbody>
<tr>
<td>MFR-30FP</td>
<td>1</td>
<td>MFR-3000 Front Panel.</td>
</tr>
<tr>
<td>Installation Guide</td>
<td>1</td>
<td>(This guide)</td>
</tr>
</tbody>
</table>

CAUTION

Front panel replacement should only be performed by qualified technical persons. Before replacing the front panel, turn the MFR-3000 power OFF and unplug the power cords.
2. MFR-30FP Installation

1. Release the screw on the MFR-3000 front panel.

2. Open slightly and slide upward to remove the front panel. If rack mount brackets are applied to MFR-3000, release the rack mount brackets screws.
3. Fit the MFR-30FP in hinges and slide the panel down.

4. Connect the MFR-30FP cable to the connector inside the MFR-3000 as shown below, keeping the red cable edge on top.
5. Close the front panel and refasten the front panel screw. Refasten the rack mount brackets screws if they have been released.

The MFR-3000 Front Panel replacement is now complete.

3. Operation Verification

1. Connect all cables and turn on MFR-3000 and other connected devices.
2. Verify that MFR-30FP indicators are working.